


Netlist’s core competency is the development of memory 
subsystems using proprietary printed circuit board (PCB) 
designs and state-of-the-art materials and packages. 
Netlist™ memory subsystems are used in high-
performance computing applications, servers in all form 
factors, mobile computing and workstations. The memory 
subsystems designed by Netlist™ provide significant 
improvements over industry standard design concepts at 
lower costs.

• Netlist uses industrial temperature rated components (both the controller and the SLC NAND flash) for its industrial temperature flash products; we do 
not merely screen out products manufactured with commercial temperature-rated components. 
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FORM FACTOR CAPACITY
SUSTAINED

READ/WRITE SPEED
INTERFACE 

SUPPORTED
OPERATING

SYSTEMS

CompactFlash 64MB to 16GB
Up to 10MB/s 

and 
Up to 25MB/s

ATA with True IDE mode 
support, MWDMA 

50-pin CF Interface

Any OS supporting 
standard IDE

PC Card 64MB to 16GB Up to 10MB/s

ATA with True IDE mode 
support, MWDMA 

 
68-pin PCMCIA Interface

Any OS supporting 
standard IDE

Secure Digital (SD 1.1) and  
Secure Digital High Capacity 

(SDHC, SD 2.0)

256MB to 2GB  
 

256MB to 8GB

Up to 15MB/s 
 

Up to 25MB/s

SD 1-bit Interface 
 

SD 4-bit Interface

Any OS supporting SD/
MMC/SPI 

Any OS supporting SDHC

2.5” Solid State Drive 128MB to 32GB Up to 25MB/s

Parallel ATA with True IDE 
mode support, MWDMA 

 
44-pin IDE Interface

Any OS supporting 
standard IDE

FLASH PRODUCTS SPECIFICATIONS

Error Correction and Wear Leveling 6 symbol Reed Solomon ECC;
High performance 32-bit RISC architecture

Guaranteed Write/Erase Cycles 3,000,000

NAND Flash SLC

RoHS Compliant Yes

Operating Temperature Commercial (0°C to 70°C)
Industrial (-40°C to +85°C)

Warranty Five years

    STANDARD SPECIFICATIONSTANDARD SPECIFICATION


